
Direct-Reading 
Dosimeter
Pocket-Sized Direct-Reading Dosimeter

Optional Feature

Dosi-Lite available in the catalog.

Durable and Waterproof

Hermetically-sealed, waterproof unit.

Radiation Detection

Thin-walled chamber detects Gamma and X-
Ray radiation.

Medical Applications

Low energy feature for fluoroscopy, portable 
radiography, and angiography.

Scratch Protection

Optional protective hard (sapphire) window 
prevents lens scratches.

Pocket-Size Design

Lightweight carbon-fiber electroscope with 
sturdy metal pocket clip.
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Manufactured to ANSI N13.5 & ANSI N322-1997.

Specs

Accuracy
Within ±10% of true 
exposure.

Weight
1.0 oz (25 grams).

Housing
Hermetically-sealed, low 
permeability plastics.

Dimensions
Length: 4.5" (12.4 cm), 
Diameter: 0.6" (1.5 cm).

Detector
Fiber electrometer in 
conductive plastic ion 
chamber.

Electric Leakage
Less than 1.0% of 
full scale in 24 hours 
at 50°C.

Measurement Ranges
0-200mR to 0-600R.

Temperature Range
-20°C to +50°C.

Radiation Detection
Gamma and X-Ray from 16 
keV to 6 MeV.

Humidity
Up to 90% relative 
humidity.

Rate Response
Dose rate independent for 
gamma and X-ray.

Warranty
2-year limited 
warranty.


