
CT008-F Contamination monitor 

Compact alpha, beta, gamma detector. Wirelessly connect 
with your smartphone with data logging capability. Solid 
State detector. Alerts user to elevated radiation levels. 
Bluetooth Low Energy Connection. 

with two standard AAA batteries 

Radiation monitored

Alpha Beta Gamma

Indicated Uses

Frisking, Sample Counting and Surveying

Detector

Plastic Scintillator and Silicon Photomultiplier

Wireless communication

Bluetooth Low Energy Connection

Measurement units

User selectable (Micro Sv, mRem or counts

Battery-Powered

Two standard AAA batteries

Feature List Specs

Operating time 
300 hours connected to 
GammaGuard

Case 
ABS Plastic

CT008-F is a compact alpha, beta, gamma 
detector, suitable for identifying radioactive 
contamination. sensitive enough to pick up the 
radiation from household items, but can still 
measure up to dangerous levels. It is light, 
compact and durable. Uses solid state 
technology which offers ability to withstand air 
pressure changes. 

Sensor can be closed with shield to take 
gamma measurements or opened to reveal the 
sensor window for alpha, beta and gamma 
contamination readings. Shield also provide 
much needed protection during transit. 
Comes with Gammaguard App for data 
logging and tracking.   

Product Description

local controls 
one push button

Height 
9.5 cm

local display
2.2 x 1.2 cm OLED

Length 
5.5 cm

Response time 
user selectable from 1 to 
30sec or auto. 

Width 
2.0 cm

Range
0 to 10 Sv/h, 1000 Rad/h, 
4M CPM

Weight 
75 g (with batteries)
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Phone:  701-477-6461 Fax:701-477-6464 Email:  sales@arrowtechinc.com


